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INTRODUCTION 
In Dec ember of 1976 the Munc ie Historic  Preserva tion and  Rehabilita tion Commission (MHPRC) 

was formed  to  survey, identify, and  p lan for historic  d istric ts within the City o f Munc ie. The historic  

d istric ts c rea ted  by the Commission serve to  sa feguard  Munc ie’ s heritage by p rotec ting and  

p reserving areas of the c ommunity tha t exhib it elements of its architec tura l, economic , c ultura l 

and  soc ia l history. Historic  d istric ts p reserve the community’ s heritage, foster c ommunity p ride 

and  c ivic  beauty, stab ilize and  improve p roperty va lues, and  help  to  strengthen the loca l 

ec onomy. 

 

The purpose of the historic  d istric t ord inanc e is “ to  preserve and  p rotec t the historic  or 

a rchitec tura lly worthy build ings, struc tures, streetsc apes, and  neighborhoods of the historic  

d istric ts”  (IC 36-7-11-3).  The guidelines in this doc ument have been c rea ted  to  help  property 

owners in the Emily Kimbrough Historic  Distric t p reserve the integrity and  d istinc tive c ha rac ter o f 

the Distric t.  It is the intent o f these guidelines to ensure tha t p roperties in the Distric t a re not 

a ltered  inapp ropria tely and  to  set c lea r and  ob jec tive rules to  guide MHPRC members in their 

review of proposals. 

 
In ac cordanc e with Title III, Division 7, Sec tion 34.102G, (G) of the Munc ie City Administra tive 
Code, the Munc ie Historic  Preserva tion and Redevelopment Commission [MHPRC or 
Commission] shall a id , assist, and  enc ourage the forma tion of neighborhood development 
c ommittees. These c ommittees will advise the Commission in ma tters rela ting to  the p reservation 
and  rehabilita tion or restora tion of the neighborhood  where members of the c ommittee live or 
hold  p roperty. (Ord . No. 239-76, 12-6-76;  amend . Ord . No. 656-80, 5-4-81; amend  Ord . No. 117-
83, 12-19-83; amend . Ord . No. 66-89, 95-89; amend. Ord . No. 10-91, 6-3-91) 

 

On June 24, 2007 the MHPRC rec ognized 1 the Emily Kimbrough Neighborhood  Development 

Committee [EKNDC or Committee] as the authority o f initia l review for a ll Certifica te of 

App ropria teness applic a tions by p roperty owners within the Emily Kimbrough Historic  Distric t, and 

with the responsib ility to  determine applica tion completeness consistent with Commission 

guidelines and  to  recommend  app rova l, d isapprova l or cond itiona l app roval o f app lica tions 

tha t come before the Committee. 

 

In add ition, there a re a  number of resourc es tha t c an be used  by p roperty owners to a id  in 

making dec isions about changes to  historic  p roperties. Some of these will be listed  a t the end  of 

this report. Other informa tion can be ob ta ined through the Munc ie Offic e of Community 

Development, City Hall, 220 E. Jac kson Street. Any questions you may have about the 

rehabilita tion of your home, inc lud ing those conc erning pa int colors, landsc aping, ma teria ls, 

etc ., c an a lso be answered  by the Historic  Preserva tion sta ff a t the Offic e of Community 

Development. 

                                                
1 Resolution a t the Commission meeting of June 21, 2007, subjec t only to  the adop tion of these 
two-vo lume Guidelines a t the EKNDC public  hearing of June 24, 2007. 
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The Guidelines a re a  two volume set.  Volume I herein p resents loc a l proc edures, spec ia l design 
guidelines and  c riteria  to  be utilized  in applying the design guidelines represented  in both 
vo lumes to  the EKHD.  Volume II is the Sec retary of the Interior’ s Standards and  Guidelines 
adop ted  by referenc e as the founda tion for the EKHD design guidelines.

 

CERTIFICATES OF APPROPRIATENESS
 

Throughout this document there will be a  number of tec hnica l terms. Many of these terms will be 
p rinted  in bold  type to  ind ic a te tha t they can be found  in the g lossary a t the end  of the 
document. However, these words will only be found  in bo ld  fac e print the first time tha t they 
appear in the report. 

The d istric t’ s d istinc tive c ha rac ter is protec ted  by requiring property owners to  ob ta in an 
app roved  Certifica te of App rop ria teness (COA) from the MHPRC prior to  making any exterior 
c hange to  a  build ing loca ted  within the bounda ries of the loca l d istric t. This ensures tha t 
c hanges are historica lly app ropria te to  the build ing and  the d istric t. Changes which require a 
COA inc lude but a re not limited  to  add itions which c hange the existing c ontour o f the build ing, 
rec onstruc tion, a ltera tion, c hanges of ma teria ls by add ition (sid ing, roofing, etc .), c o lor changes, 
sand-b lasting, new c onstruc tion inc lud ing c onstruc tion of ac c essory build ings, landsc ap ing 
c hanges, introduc tion of wa lls, fenc es and  wa lks, pa rking areas, lighting and  light fixtures and 
streetsc ape changes. 

A COA must be approved  by the MHPRC before the Build ing Commissioner will issue a build ing, 
demolition, sign or moving permit. 

Certific a te of App rop ria teness app lica tions are ava ilab le from the Munc ie Offic e of Community 
Development, City Hall, 300 North High Street. Comp leted  app lica tions must inc lude 
documenta tion whic h effec tively and completely exp la ins the p roposed changes. 

Changes to  existing struc tures c an take many forms. They inc lude c hanges to  doors, windows, 
porc hes, sid ing, roofs, ornamenta tion and  the environment o f the property, as well as masonry 
c leaning, c hanging the c olor o f a  house, adding or removing landsc aping, fenc es, ra ilings, 
parking, signs or exterior lighting. 

Supporting doc umenta tion is required  with applica tions for a  COA when c hanges a re made to  
an existing struc ture loc a ted  within the historic  d istric t. The following list ind ica tes the basic  
documenta tion requirements for various types of changes: 

1.  Change in Color Sc heme:  Paint samp les and  deta iled  verba l desc rip tion or drawing showing 
the proposed c olor sc heme. 

2. Alteration/ Change or Addition of Exterior Materials (inc lud ing sid ing, shutters, windows, doors, 
trim details):  Samples of ma teria ls and  p ic tures of the proposed  elements and  co lor samp les.  
Photographs of the deteriora ted  fea tures ind ica ting why rep lac ement is nec essa ry. 
Manufac turers’  b rochures are a  good sourc e of this informa tion. 

3.  For Modific ations to the Site suc h as Fenc es, Walks, Steps, Parking Areas, or Walls:  Site p lan, 
d rawings or written desc rip tion of fenc e, paving and /or wa ll ma teria ls, style and  paint co lors. 

4. All major rehabilitation work, inc lud ing porc hes, roofs, dormers, etc .: Samples of ma teria ls and  
d rawings of how the build ing will look when work is c ompleted .  If an orig ina l element is being 
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rec rea ted , doc umenta tion showing wha t existed p reviously is a lso required . 

The City has photos of every house in the historic  d istric t on file.  Photos doc umenting existing 
c ond itions must ac company a ll COA app lica tions.  Doc umenta tion requirements are deta iled  in 
Append ix B. 

COA applic a tions a re d isc ussed a t the Commission’ s monthly meeting, a lthough a Build ing 
Review Committee can app rove some changes between meetings. MHPRC meetings are open 
to  the public  and  meeting da tes are published  in the loc a l papers. Property owners a re 
enc ouraged to  a ttend  meetings to  answer questions about their applic a tions. Within 45 days of 
the da te the COA was filed , the Commission will approve, c onditionally app rove or deny the 
app lica tion. Considera tion of the applic a tion can be tab led or postponed  only with written 
app roval from the applic ant. If no ac tion is taken by the Commission within forty-five (45) days, 
the app lic a tion is considered  app roved . 

STOP WORK ORDER 
Any a ltera tion to a  build ing  in the loc al d istric t d one without an approved  COA will 
result in a  stop  work ord er being  posted  on the property by the Build ing  Commissioner.  
The ord er will remain in forc e until the MHPRC or its Build ing  Review Committee issues an 
approved  COA.  Viola tion of a  stop  work ord er c ould  result in a  $1,000.00 per d ay fine 
to the property owner. 

DECISION GUIDELINES 
Changes in the d istric t should  be in ha rmony with the existing build ings and  environment and 
respec tful o f the arc hitec tura l and  historic a l heritage tha t has developed  over time and 
c ontinues to  charac terize the d istric t. When making dec isions on proposed  changes within the 
historic  d istric t, Commissioners must take a number of fac tors into ac count. 

1. To wha t extent does the p roposed  change ca ll a ttention to itself? 

2. Does it contribute to or detrac t from the overa ll existing cha rac ter o f the d istric t? 

3. Is it too la rge or too high or does it have p roportions out o f keep ing with o ther struc tures? 

4. Are there reasonab le a lterna tives tha t would be better? 

5. Is it architec tura lly and  stylistica lly app rop ria te and c omp lementary to o ther struc tures in 
the d istric t? 

6. Are the p roposed ma teria ls and c olors historica lly app ropria te and  typ ica l o f wha t is found 
elsewhere in the d istric t? 

7. To wha t extent does it a lter existing rela tionships between build ings and open spac e? 

8. Wha t c an be seen and wha t c annot be seen from neighboring properties and  from streets, 
a lleys, and  sidewalks? 

9. Is the proposed  c hange likely to threa ten the long term physica l c ond ition of the build ing or 
p roperty or in any way threa ten neighboring land or struc tures? 
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10. Does the c hange comply with the Secreta ry of the Interior’ s Standa rds for Rehabilita tion 
and  Guidelines for Rehab ilita ting Historic  Build ings? 

11. To wha t extent do the other fac tors as signific antly identified  by the EKHD Guidelines modify 
the above considera tions, whic h are based solely on historic  p reserva tion? 
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THE EMILY KIMBROUGH HISTORIC DISTRICT 
 

 

The Em ily Kim brough Historic  Distric t, esta b lished  in July of 1978, 
was nam ed  for na tiona lly known author Em ily Kim brough who 
was born and  ra ised  in the Distric t in the  early 1900’s. Her 
grand fa ther, C.M. Kimbrough (general manager and president 
of the Ind iana Brid ge Com pany), also lived  in the Distric t.  Tod ay 
the Distric t is part of a  neighborhood  tha t was onc e known as 
the East End .  In the la te 1800’s and  early 1900’s the East End 

was hom e to Munc ie’s more prosperous c itizens.  Resid ents of what is now the Em ily 
Kim brough Historic  Distric t inc lud ed C.M. Kim brough, James Boyc e, Charles Over, 
Charles F. W. Neely, James Tem plar, Thom as Neely, and  m any other loc al ind ustrialists, 
a ttorneys, and  businessmen.  Many of their homes are still stand ing tod ay. 

 

However, the la rge homes of these prominent m en were not 
the only hom es built in the  Distric t.  Mid d le c lass hom es and 
sm aller worker’ s c ottages, often loc ated  on the north-south 
streets, c an also be found in the area. These homes were 
oc c up ied by loc al trad esmen.  Several blac k fam ilies, 
inc lud ing  tha t of Munc ie’s first b lac k polic eman (W.T. Stokes) 
also resid ed  in the neighborhood in the 1890’s. 

 

Tod ay the Distric t is a  fine exam ple of a  resid ential neighborhood  of the la tter 
nineteenth and  early twentieth c enturies. There have been few altera tions or non-
c onform ing intrusions in the Distric t, thus provid ing  a  unique example of a  resid ential 
neighborhood  d ating  from  the time of Munc ie’s gas boom  era , a  very signific ant tim e in 
both loc al and  sta te history. 
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PRINCIPAL GUIDELINES FOR EKHD 
 

How EKNDC "regula tes" [read  "assist owners"] is a t the c onfluenc e of the following 
fac tors: 

Historic /  Architec tural Fabric  

·  ob jec tives: p reservation/  rehab ilita tion/  p rotec tion/  appropria te 
c onstruc tion within the c ontext of c ommunity d evelopment and  intend ing to 
ad vanc e the arc hitec tural fabric  of the Distric t 

Property Signific ance  

·  signific anc e of the property to the Historic  Distric t 

Property Condition 

·  c ond ition of p roperty [signific anc e of a  restora tion in c ost + threat of further 
d eteriora tion with no ac tion] 

Investment Conditions 

·  ec onom ic  [ investment] c ond ition of the neighborhood  [reasonable ra tionale 
of owner’ s and  other investors’  investm ent in the property improvements] 

 

Chart 1 – Basic  Matrix of Fac tors in COA 

Criteria : High  Medium  Low 

Cost re. COA C1 C2 C3 C4 C5 

Property Significance S1 S2 S3 S4 S5 
Property Condition 
[disrepair] 

D1 D2 D3 D4 D5 

Distric t Economic  
Condition 

E1 E2 E3 E4 E5 
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Chart 2 - Legend 

Significance of the Improvements 

C1 
Gut rehabilitation or new c onstruc tion >$100,000 or >4 x the current va lue of the property or 
>$50/ s.f. 

C2 Major rehabilitation $50,000-100,000 or> 3 x or >$40/ s.f.  
C3 Moderate rehabilitation $20,000-50,000 or > 2 x or > $30/ s.f.  

C4 Minor rehabilitation $5,000-20,000 or > 1x or > $20/ s.f.   

C5 Minor repair <$5,000  

Significance of the Property to the Distric t 
S1 Landmark Property [“ Outstanding” ] 
S2 Signific ant [o f high historic  or arc hitec tura l signific anc e] [“ Notable” ] 

S3 Contributing [“ Contributing” ]   

S4 Contributing Referenc e [“ Referenc e” ] 

S5 
Non-Contributing [old , but o f no historic  or arc hitec tura l va lue or less than 50 yea rs old  and of no 
a rchitec tura l va lue] 

Condition of the Property 
D1 Endangered [c ontinued deferred maintenanc e may lead to demolition by neglec t] 

D2 Require Major Rehabilitation but not Endangered 

D3 Require Moderate Rehabilitation 

D4 Require Minor Rehabilitation 

D5 Cosmetic , Minor Repair 

Economic  Investment Condition of the Distric t 

E1 
Severe Disinvestment [book va lue or rehab ilita tion or new construc tion < 65% of market va lue as 
investment property or < 80% as owner-oc cupied p roperty] 

E2 
Signific ant Disinvestment [book va lue or rehab ilita tion or new c onstruc tion < 75% of market va lue 
as investment p roperty or < 90% as owner-oc cupied ] 

E3 
Ec onomy Neutral to Investment [book va lue or rehabilita tion or new construc tion 90 - 100% of 
market va lue] 

E4 Signific ant Investment Value [app rec ia ting va lues in Distric t > City; 100-110% of market va lue] 

E5 Soaring Values [book va lue or rehabilita tion or new c onstruc tion > 110% of market va lue] 
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Definitions 

PART 1: SIGNIFICANCE OF THE PROPERTY TO THE DISTRICT 
 

Outstanding Property : Meet the basic  c riteria  o f possessing outstanding significanc e on the 
na tiona l, sta te, or loca l level for history, a rchitec ture, environment, and /  or integrity; suited  to  the 
Na tional Register o f Historic  Plac es. 

Notable Property : Notable significanc e, but not outstanding, on the sta te and  loc a l levels; 
suited to  the Ind iana  Register o f Historic  Sites and Struc tures. 

Contributing : Contribute to  the density, c ontinuity, and /  or uniqueness of the historic  d istric t, but 
whic h in their p resent condition do not appear to  meet the genera l c riteria  for either the 
Na tional or Sta te Registers, but a re inc luded , or elig ib le for inc lusion, in the City’ s historic  reg ister 
p rogram. 

Reference: Sites listed  within the d istric t tha t are considered  la ter or badly-a ltered  struc tures less 
than 50 yea rs old ; they do not meet the c riteria  for the inventory bec ause of their da te of 
c onstruc tion, style, and /  or genera l incompa tib ility with their historic a l and  arc hitec tura l 
surroundings. 

Non-Contributing : Sites and  struc tures which c rea te a  nega tive impac t; they do not meet the 
c riteria  for the inventory and  a re considered  intrusions; examples might inc lude vacant lo ts or 
post-1940 servic e sta tions. 

PART 2: RATINGS FACTORS 
 

History : Eva lua ted  more in terms of na tional, sta te or loca l signific anc e than its da te of 
c onstruc tion; eva lua tion inc ludes its assoc ia tion with famous people or events, soc ia l history, 
settlement, tec hnology, and  other b road  c a tegories of signific anc e; an entry o f outstand ing 
loca l importanc e could  be ra ted  higher than an entry only remotely assoc ia ted with sta te or 
na tiona l history. 

Architec ture: Arc hitec tura l merits as examples of academic  historic a l styles, ra re or unique 
design, vernacula r c onstruc tion technique, or rep resenta tive build ing type. 

Environment: Loc a tion of an entry in rela tion to  o ther struc tures, street p lac ement, and  
landscaping, as well as the overa ll na tura l environment o f a  p lac e; a t a  minimum the loca tion 
may be due to its p lac ement in the d istric t or its importanc e to  the neighborhood  or business 
d istric t. 

Integrity : A determina tion of the extent tha t the orig ina l fabric  remains; a  struc ture in poor 
physica l cond ition but reta ining its orig ina l a rchitec tura l fea tures is norma lly eva lua ted higher 
bec ause of its integrity than a  struc ture exhib iting extensive a ltera tions by remova ls, struc tura l 
c hanges, rep lac ement, and  la ter add itions; reloca tion of a  build ing from its orig ina l sites lowered 
its ra ting. 
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NOTE: The 1985 Ind iana Historic  Sites and  Struc tures Inventory for Delaware County is the 
referenc e for these definitions. 

 

Chart 3 - Dec ision Matrix 

Rating each COA in c onsidera tion of the four fac tors:  [1] Significanc e of the Improvements; [2] 
Signific anc e of the Property to the Distric t; [3] Cond ition of the Property; and  [4] Economic  
Investment Condition of the Distric t will lead  to  dec isions as to the extent o f design constra ints, 
the need  for subsid ies or cost effic ienc ies, and  interim stra tegies [secure the property; 
c ompromise on design and  ma teria ls but with c ond itions for la ter rep lac ement; etc .]. 

 

Chart 3 – Sample Dec ision Matrix as to Historic  Preservation 
Dec ision C S D E 

Highest ac tion priority with grea test constra ints as to  historic  preserva tion 1 1 1 5 
Highest ac tion priority but in highest need for subsid ized  investment or an interim 
stra tegy 

1 1 1 1 

Typ ica l COA under current c onditions 5 2 2 2 

Lowest ac tion priority [property owner dec ides wha t is best within very modest 
c onstra ints] 

5 5 5 1 

 

 
MAPPED CATEGORIES OF THE DISTRICT HISTORIC 

PRESERVATION PLAN 
 

The Em ily Kim brough Neighborhood  Development Committee in c oopera tion with the  
Munc ie Historic  Preservation and  Redevelopment Comm ission has prepared  and  c an 
am end  a  d eta iled  historic  p reservation p lan [hereina fter “ plan” ]. The plan inc lud es 
maps, surveys, stud ies, and  rec ommend ations for the  Em ily Kim brough Historic  Distric t. 
Suc h plan shall be in furtheranc e of the c ity-wid e historic  p reservation plan as prepared 
by the MHPRC and  ad opted by the Common Counc il.  

Historic /  Architec tural Significance 

The p lan m aps properties by five [5] c a tegories of historic al/  a rchitec tural signific anc e: 

1. Landm ark, or Outstand ing 

2. Signific ant, or Notab le 
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3. Contributing  

4. Referenc e 

5. Non-Contributing  

The EKNDC and  MHRPC shall c onsid er applica tions for Certific a tes of Ap propria teness 
as tem pered  by these d egrees of historic  signific anc e.  Clearly, landmark properties or 
p roperties tha t a re elig ible for suc h designation are held  to the stric test stand ard s of 
c om plianc e with these guid elines.  Yet, those not c ontributing  to the historic  
signific anc e of the Distric t m ust not d etrac t from the value of neighboring properties. 

Property Condition 

The p lan further maps property by c urrent c ond ition, sub jec t to c hange: 

1. End angered  

2. Suited  to Major Rehab ilita tion 

3. Suited  to Mod era te Rehab ilita tion 

4. Suited  to Minor Rehab ilita tion 

5. Suited  to Cosmetic , Minor Repa ir 

6. Not Need ing Repa ir 

 

ECONOMICS OF REHABILITATION & NEW 
CONSTRUCTION 

Princ iples 

As an ec onom ic  overview, the Guid elines adhere to the following princ iples: 

a . Historic  p reservation is a  stra teg ic  fac tor in c ommunity d evelopment.  
Otherwise, the  pursuit o f p reservation c an d etrac t from  investment in the  
neighborhood . The ob jec t is to spur historic ally appropria te investm ent for the 
purpose of c ommunity d evelopment.   

b . Another stra teg ic  fac tor a re public  improvem ents and  programs to spur 
investment and  as an amenity to c ommunity living .  

c . Properties tha t lay fallow d eserve a ttention as d o properties tha t a re being  
im proved.  These defunc t or aband oned  properties m ay present a  present 
d anger to public  health and  sa fety, as well as historic  p reservation and  
c ommunity d evelopment. 

d . Ac c ord ingly, the EKNDC m ust ac t in a  m anner c onsistent with the to-be-
ad opted  Community Development Plan as tha t perta ins to the d owntown 
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[d efined  as zip  c ode 47305] and  any other ad opted c ommunity 
d evelopment plans. 

e. Both the d istric t and  its p roperties present an ec onomy with d istinguishing  
stages: from d eteriora tion and  d isinvestm ent [loss or stagnation in value] to 
im provements and  property apprec ia tion to an ec onom y tha t trea ts 
properties as investment c ommod ities.  Preservation and  red evelopment 
stra teg ies must rec ognize this, and  a t eac h stage the im provements ought to  
be c ost effec tive; tha t is, justified  by the value ad ded.    As the sole source 
c olla teral, if an im provement c annot be und erwritten in a  c onventiona l 
financ e then requiring  it ought to be rec onsid ered .  Early stages of 
red evelopment m ay c all for m itiga tion in the a ttend ant c osts and /  or the  
provision of subsid ies, and  even the d eferment of full historic  restora tion. 

f. As per a  survey of p roperties with d egrees of historic  and /  or a rc hitec tural 
merit, there may emerge the highest c lassific a tion of m erit in “ landmark 
properties”  and  so id entified  by the EKNDC.  There are partic ula r p rotec tions 
tha t a pp ly to suc h landm ark properties. 

g . In all matters the EKNDC must assist p roperty owners and developers, and 
avoid  the role of antagonist.  Likewise, p roperty owners and  d evelopers 
should  ac t sim ilarly and  with respec t for the Commission’s work.  This c a lls for 
inventiveness, reasonab leness and  friend liness.  While no signific ant 
a rc hitec tural fea ture of a  property should  be d estroyed , p roperties and  the  
neighborhood  must be saved .  Coopera tion is a  keystone of this end eavor. 

 

Claim of Economic  Hardship 

When a  c la im of ec onomic  hardship  is m ad e the sub jec t owner must p rovid e evid ence 
d uring  the hearings before the EKNDC and MHPRC upon the c la im , d esc rib ing  the 
c irc umstanc es of hard ship .   

EVIDENCE 
The m inimum evid enc e to be presented  in a  c la im of ec onom ic  hard ship : 

1) Nature of ownership  [ ind ivid ual, business, or nonprofit]  or legal possession, c ustod y, 
and  c ontrol 

2) Certified  c ost of repa irs, rehab ilita tion, new c onstruc tion [d oc umented  by multip le 
b id s] 

3) Assessed  values of the land and  improvements for the sub jec t p roperty and  
neighboring  properties [bloc k] 

4) Purc hase pric e for the sub jec t p roperty and  date of purc hase 

5) Any appra isa l of the c urrent and  hypothec ated  value of the sub jec t p roperty upon 
c om pletion of the proposed im provements 
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6) Certified  rent roll and  opera ting  sta tem ent if an inc ome-prod uc ing property 

7) Evidenc e of an applic a tion a t one or more lend ing institutions for c onstruc tion and  
perm anent financ ing, and  the d isposition of tha t app lic a tion, inc lud ing reasons for 
ac c eptanc e, rejec tion or approval for partia l fund ing 

8) Alternative c onstruc tion method s and  materials tha t a re c ost-effec tive [least 
c om promise to historic  or a rc hitec tural integrity of the property a t the least c ost]  
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CONDITIONAL APPROVAL OF A COA  FOR ECONOMIC HARDSHIP 
 

The EKNDC m ay rec ommend  tha t c ost-effec tive c onstruc tion or repa irs be c ond uc ted 
and  remain effec tive for a  c ond ition.  Tha t c ond ition m ay c onsid er: 

1) If p roperty values in the Distric t or in the immed ia te neighborhood  of the sub jec t 
p roperty rem ain depressed  

2) If lend ing polic ies remain un-c ond uc ive to a  more historic ally or a rc hitec tural c orrec t 
im provement 

3) An estab lished  period  of tim e [e.g ., 5 years] for reexamination 

4) If the c ost-effec tive measures are reversible, then signific ant historic  fabric  is 
p reserved , and if removed , is stored  in a  sa fe manner for future re-installa tion. 

Upon evid enc e tha t c ond itions have a ltered  to perm it a  viab le investm ent d ec ision by 
the owner and /  or lend er the c ond itional approval may require the removal of the 
approved  repa irs or c onstruc tion and replac ement with a  more historic  and 
arc hitec turally acc ura te method . 

For exam ple, a  sla te roof need ing replac ement m ay be removed  and  stored , and  
replac ed  by an aspha lt roof of c onsid erably lower c ost on the c ond ition tha t when the  
investment in a  sla te roof is viab le [ i.e., its c ost is equa l to or less than its value add ed] it 
will then replac e the asphalt roof. 

In d etermining  the best c ourse of ac tion, the EKNDC shall assist the owner in its op tions.  

Demolition by Neglec t & Code Enforcement 

The EKNDC, MHPRC or City’ s Historic  Preservation Offic er [HPO] m ay request c ode 
enforc ement und er the following proc ed ures in ord er to require the c orrec tion of 
d eteriora tion, d eferred m aintenanc e, or making of repa irs to any Historic  Landmark or 
struc ture within the Emily Kimbrough Historic  Distric t: 

1) Upon the issuanc e of a  c om pla int by the City Cod e Enforc ement offic er sta ting  
the c harges of neglec t and  c onta ining  a  notic e tha t the d efec ts be remed ied  
within the tim e presc ribed  by City Cod e, the owner and /  or parties in interest shall 
be g iven a  right to answer the c ompla int before the EKNDC and  MHPRC. 

2) The purpose of the hearing  is to d etermine und ue ec onomic  hard ship  [refer to 
Sec tion on Ec onom ic  Hardship ] and  any other fac tors preventing  or delaying  the 
requisite fix. 

3) The EKNDC and  MHPRC shall m ake a  d etermination of find ings, and  shall report 
the sam e to both the owner and  the Cod e Enforc ement Offic er for rec ommend ed 
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ac tion. 
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ROLE OF COMMUNITY DEVELOPMENT 
 

Historic  p reservation is within the c ontext o f c ommunity d evelopment for the Distric t.  
Community Development Plans may be adopted  or end orsed  by EKNDC that c la rify 
c ommunity d evelopment ob jec tives and  guid elines, and  those shall, by referenc e, 
bec ome part of these guidelines.   

PUBLIC PROPERTIES & EASEMENTS 
 

Public  p roperties of the Distric t, inc lusive of parks, right-of-ways and  build ings/  struc tures 
shall be sub jec t to these Guid elines and  the jurisd ic tion of EKNDC and  MHPRC.  
Ac c ord ingly, trees p lanned  for rem oval by utility c om panies who have an easem ent on 
or serve as owner of p roperty within the Distric t m ust secure a  COA prior to suc h ac tivity.  
Lighting  and  signage within a  right-of-way, or the altera tion of streets, c urbs and  
sid ewalks fall within the authority of these Guid elines. 

 

GUIDELINES FOR REHABILITATION

The  Sec retary of the Interiors Standards for Rehabilita tion and Guidelines 
for Rehabilita ting Historic  Build ings 

POLICIES AS CONSTITUTED BY THE APPLICATION OF THE SECRETARY’S GUIDELINES 
 

The EKNDC and  MHPRC are c ommitted  to both the Sec retary’ s Stand ard s and  to the  
other c onsid era tions as c onstituted  by these Guid elines.  In the prac tic e of applying 
these Guid elines to various c a tegories of p roperties, p roposed  im provements and 
d istric t c ond itions shall emerge d efined polic ies. 

BACKGROUND 

In the Code of Federal Regulations, Title 36, Parks, Forests, and Public Property, Chapter I, ("National Park 
Service, Department of the Interior"), Parts 1 to 99, Revised as of July 1, 1998, p. 329, it states: PART 68--The 
Secretary of the Interior©s Standards for the Treatment of Historic Properties. AUTHORITY: National Historic 
Preservation Act of 1966, as amended, (16 U.S.C. 470 et seq.); Section 2124 of the Tax Reform Act of 1976, 
90 Stat. 1918; EO 11593, 3 CFR Part 75 (1971); sec. 2 of Reorganization Plan No. 3 of 1950 (64 Stat. 1262). 
Federal Register Source: Volume 60, page 35843, July 12, 1995.  
 

HISTORY  

The Secretary of the Interior's Standards for the Treatment of Historic Properties are the Secretary©s best 
advice to everyone on how to protect a wide range of historic properties. By separate regulation, the Secretary 
has required the application of the Standards in certain programs that the Secretary administers through the 
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National Park Service. They apply to all proposed development grant-in-aid projects assisted through the 
national Historic Preservation Fund, and are intended to be applied to a wide variety of resource types, 
including buildings, sites, structures, objects, and districts.  
 
The Standards, revised in 1992, were codified as 36 CFR Part 68 in the July 12, 1995 Federal Register (Vol. 
60, No. 133). The revision replaces the 1978 and 1983 versions of 36 CFR 68 entitled The Secretary of the 
Interior's Standards for Historic Preservation Projects. It is noted that another regulation, 36 CFR 67, focuses 
on "certified historic structures" as defined by the IRS Code of 1986. The Standards for Rehabilitation in 36 
CFR 67 should always be used when property owners are seeking certification for Federal tax benefits.  
 

HOW TO USE THE STANDARDS AND GUIDELINES  

The Secretary of the Interior's Standards for the Treatment of Historic Properties with Guidelines for 
Preserving, Rehabilitating, Restoring and Reconstructing Historic Buildings are intended to provide guidance to 
historic building owners and building managers, preservation consultants, architects, contractors, and project 
reviewers prior to treatment. As noted, while the treatment Standards are designed to be applied to all historic 
resource types included in the National Register of Historic Places--buildings, sites, structures, districts, and 
objects--the Guidelines apply to specific resource types; in this case, buildings.  
 
The Guidelines have been prepared to assist in applying the Standards to all project work; consequently, they 
are not meant to give case-specific advice or address exceptions or rare instances. Therefore, it is 
recommended that the advice of qualified historic preservation professionals be obtained early in the planning 
stage of the project. Such professionals may include architects, architectural historians, historians, historical 
engineers, archeologists, and others who have experience in working with historic buildings.  
 
The Guidelines pertain to both exterior and interior work on historic buildings of all sizes, materials, and types. 
Those approaches to work treatments and techniques that are consistent with The Secretary of the Interior's 
Standards for the Treatment of Historic Properties are listed in the "Recommended" column on the left; those 
which are inconsistent with the Standards are listed in the "Not Recommended" column on the right.  

One section of this web site is devoted to each of the four treatments: Preservation, Rehabilitation, 
Restoration, and Reconstruction.  
 
Each section contains one set of Standards and accompanying Guidelines that are to be used 
throughout the course of a project. The Standards for the first treatment, Preservation, require retention of 
the greatest amount of historic fabric, along with the building©s historic form, features, and detailing as they 
have evolved over time. The Rehabilitation Standards acknowledge the need to alter or add to a historic 
building to meet continuing or new uses while retaining the building©s historic character. The Restoration 
Standards allow for the depiction of a building at a particular time in its history by preserving materials from the 
period of significance and removing materials from other periods. The Reconstruction Standards establish a 
limited framework for re-creating a vanished or non-surviving building with new materials, primarily for 
interpretive purposes.  

The Guidelines are preceded by a brief historical overview of the primary historic building materials (masonry, 
wood, and architectural metals) and their diverse uses over time. Next, building features comprised of these 
materials are discussed, beginning with the exterior, then moving to the interior. Special requirements or work 
that must be done to meet accessibility requirements, health and safety code requirements, or retrofitting to 
improve energy efficiency are also addressed here. Although usually not part of the overall process of 
protecting historic buildings, this work must also be assessed for its potential impact on a historic building.  

The Standards and Guidelines are prepared under the authority of sections 101(f) (g), and (h), and 
section 110 of the National Historic Preservation Act of 1966, as amended. State Historic Preservation 
Officers: Federal Preservation Officers including those of the Department of Agriculture, Department of 
Defense, Smithsonian Institution and General Services Administration; the Advisory Council on Historic 
Preservation; the National Trust for Historic Preservation; and other interested parties were consulted 
during the development of the Standards and Guidelines.  
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Standards 

When eva luating  proposa ls for c hanges within the d istric t, the EKNDC and  the  
Commission shall be guid ed  by the Sec retary of the Interior’ s Stand ard s for Historic  
Preservation Projec ts.  These stand ard s app ly to all historic  struc tures, be they resid ential, 
c ommerc ial, ind ustrial, institutiona l, etc .  The purpose of these stand ard s is to m ainta in 
the c harac ter and  the historic , a rc hitec tura l and / or c ultural value of the property.  The 
following is a  list of those stand ard s, effec tive April 29, 2007: 
 

1. A property will be used  as it was historic a lly or be g iven a  new use tha t requires 
minim al c hange to its d istinc tive m ateria ls, fea tures, spac es, and  sp atia l 
rela tionships.  

2. The historic  c harac ter of a  property will be reta ined  and  preserved. The rem oval 
of historic  m aterials or altera tion of fea tures, spac es, and  spatia l rela tionships 
tha t c harac terize a  property will be avoid ed .  

3. Eac h property will be rec ognized  as a  physic al rec ord  of its tim e, p lace, and  use. 
Changes tha t c reate a  fa lse sense of historic al development, suc h as ad d ing 
c onjec tural fea tures or elements from  other historic  p roperties, w ill not be 
und ertaken.  

4. Changes to a  property tha t have ac quired  historic  signific anc e in their own right 
will be reta ined and  preserved .  

5. Distinc tive m aterials, fea tures, finishes, and  construc tion tec hniques or exam ples 
of c ra ftsm anship  tha t c harac terize a  historic  property will be preserved .  

6. Deteriora ted  historic  fea tures will be repa ired  ra ther than rep lac ed . Where the  
severity of d eteriora tion requires replacement of a  d istinc tive fea ture, the new 
fea ture will m atc h the old  in d esign, c olor, texture, and , where possible, 
materials. Replacement of m issing  fea tures will be substantia ted  by 
d oc umentary and  physic al evid ence.  

7. Chem ic al or physic al trea tments, if appropria te, w ill be und ertaken using  the 
gentlest means possible. Treatm ents tha t c ause d am age to historic  m aterials will 
not be used.  

8. Arc heolog ic al resourc es will be protec ted and  preserved  in place. If suc h 
resources must be d isturbed , m itiga tion m easures shall be und ertaken.  

9. New ad d itions, exterior altera tions, or rela ted  new c onstruc tion will not d estroy 
historic  m aterials, fea tures, and  spatia l rela tionships tha t c harac terize the 
property. The new work sha ll be d ifferentia ted  from  the old  and  will be 
c om patible with the historic  m aterials, fea tures, size, sc a le and  proportion, and  
massing to protec t the integrity of the property and  its environment.  

10. New ad d itions and  ad jac ent or rela ted  new c onstruc tion will be und ertaken in 
suc h a  manner tha t, if rem oved  in the future, the essentia l form and  integrity of 
the historic  p roperty and  its environment would  be unimpaired .  

Access to Sec retary of Interior Standards 
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A set of guid elines for the applic a tion of these Stand ard s to rehab ilita tion projec ts has 
been published  by the Nationa l Park Service and  c an be stud ied  a t the Offic e of 
Community Development a t the Munc ie City Ha ll, a t the  Munc ie Central Lib rary 
Referenc e Sec tion, and  online as Volume II a t http :/ / munc ie-ec na.org / ec na/ , where 
this d oc ument [Volume I]  and the By-Laws of the EKNDC m ay be viewed  and 
d ownload ed . 
 
The stand ard s are dynam ic , and  sub jec t to interpreta tion.  The on-line source, inc lud ing  
a  tutoria l and  inform ation through the Tec hnic al Preservation Services of the NPS 
[National Park Service, US Departm ent of Interior] : 
 

Sec retary of 
Interior’ s 
Stand ard s & 
Guid elines 

The Sec retary of the Interior’ s Stand ard s for Rehab ilita tion: 
http :/ / www.c r.nps.gov/ hps/ tps/ tax/ rhb / stand .htm  

Guid elines for Rehab ilita ting  Historic  Build ings (NPS): 
http :/ / www.c r.nps.gov/ hps/ tps/ tax/ rhb / guid e.htm  

http :/ / www.c r.nps.gov/ hps/ pad / PlngStd s/d evelhc .htm for planning 

http :/ / www.c r.nps.gov/ loc al-law/ arc h_stnd s_0.htm for guid elines 

Tutoria l http :/ / www.c r.nps.gov/ hps/ tps/ online_ed.htm 

Tec hnic a l 
Preservation 
Services 

http :/ / www.c r.nps.gov/ hps/ tps/ ind ex.htm 

Distric t Surveys 
of Properties 

http :/ / www.c r.nps.gov/ nr/ public a tions/ bulletins/ nrb24/  

Public  
Partic ipa tion in 
Planning 
Historic  Distric ts 

http :/ / www.c r.nps.gov/ hps/ pad / PlanCompan/ Public Partic / RORIhome.html 
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Conservation 
Distric ts as 
alternative to 
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http :/ / www.c r.nps.gov/ hps/ pad / partnership / ConsDist699.pd f 
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Hierarchy and Purpose of Standards 

� � � � � � � � � � � � 	 �
 �� 
 �36 CFR 67, 68, et seq. t
 	 � 	 � � � 	 � � � � � � � � � � � � � � � � � � � �� �� � �� � � � �� � � � �� � 	 � � 	 �� � 	 � � �
� � � � � � � 
 	 � � � � � � 
 	 � � � 	 � � � 	 � � � � � � 
 �� � � � �� � � � � � 	 � � �	 � � � � � 	 � 	 � � � � �� � � � � 	 
 � � ���� � � �� � � � � 	 � � � � � � �� � � � � � � �
� 	 � � � � � � � � � �� � , outlined below in hierarchical order and explained:  

The first treatment, Preservation, places a high premium on the retention of all historic fabric through 
conservation, maintenance and repair. It reflects a building©s continuum over time, through successive 
occupancies, and the respectful changes and alterations that are made. � � � � � � � � � � 	 
  � � � � � 	 � � � � � � 
 	 �
� � �� � 	 � � � � 	 � � � � � � 	 � � �� � � � � 	 � �� � �� � � 
 �� � � � �� � � � � 	 � �� �� �� � � � � 	 � 	 � � �� � �� � � � � � � � � 	 � � � �� � � � � � � � � � �� � 
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 � � 	 	 � � � � � � � ��� � � 	 � �� � � 	 � � � 
 �� � � � 	 � � � 	 � � � !   

Rehabilitation, the second treatment, emphasizes the retention and repair of historic materials, but 
more latitude is provided for replacement because it is assumed the property is more deteriorated prior to 
work. (Both Preservation and Rehabilitation standards focus attention on the preservation of those 
materials, features, finishes, spaces, and spatial relationships that, together, give a property its historic 
character.) � � � � 
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Restoration, the third treatment, focuses on the retention of materials from the most significant time in 
a property©s history, while permitting the removal of materials from other periods. � � � � 	 � � � � 	 
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Reconstruction, the fourth treatment, establishes limited opportunities to re-create a non-surviving 
site, landscape, building, structure, or object in all new materials.  � � � 	 
 � � � � � � � 	 
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STANDARDS FOR PRESERVATION  

PRESERVATION IS DEFINED as the ac t or p rocess of applying  measures necessary to 
susta in the existing  form , integrity, and  m aterials of an historic  p roperty. Work, inc lud ing  
prelim inary measures to protec t and  stab ilize the property, generally foc uses upon the 
ongoing m aintenanc e and  repa ir of historic  materials and  fea tures ra ther than 
extensive replac ement and  new c onstruc tion. New exterior ad d itions are not within the 
sc ope of this trea tm ent; however, the lim ited  and  sensitive upgrad ing of mec hanic al, 
elec tric al, and  plumbing systems and  other cod e-required  work to m ake properties 
func tiona l is appropria te within a  preservation projec t.  
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STANDARDS FOR REHABILITATION  
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The Standards (Department of Interior regulations, 36 CFR 67) pertain to historic buildings of all 
materials, construction types, sizes, and occupancy and encompass the exterior and the interior, related 
landscape features and the building©s site and environment as well as attached, adjacent, or related new 
construction. The Standards are to be applied to specific rehabilitation projects in a reasonable manner, 
taking into consideration economic and technical feasibility.  

1. A property shall be used for its historic purpose or be placed in a new use that requires minimal 
change to the defining characteristics of the building and its site and environment.  

2. The historic character of a property shall be retained and preserved. The removal of historic 
materials or alteration of features and spaces that characterize a property shall be avoided.  

3. Each property shall be recognized as a physical record of its time, place, and use. Changes that 
create a false sense of historical development, such as adding conjectural features or 
architectural elements from other buildings, shall not be undertaken.  

4. Most properties change over time; those changes that have acquired historic significance in 
their own right shall be retained and preserved.  

5. Distinctive features, finishes, and construction techniques or examples of craftsmanship that 
characterize a property shall be preserved.  

6. Deteriorated historic features shall be repaired rather than replaced. Where the severity of 
deterioration requires replacement of a distinctive feature, the new feature shall match the old in 
design, color, texture, and other visual qualities and, where possible, materials. Replacement of 
missing features shall be substantiated by documentary, physical, or pictorial evidence.  

7. Chemical or physical treatments, such as sandblasting, that cause damage to historic materials 
shall not be used. The surface cleaning of structures, if appropriate, shall be undertaken using the 
gentlest means possible.  

8. Significant archeological resources affected by a project shall be protected and preserved. If 
such resources must be disturbed, mitigation measures shall be undertaken.  

9. New additions, exterior alterations, or related new construction shall not destroy historic 
materials that characterize the property. The new work shall be differentiated from the old and 
shall be compatible with the massing, size, scale, and architectural features to protect the historic 
integrity of the property and its environment.  

10. New additions and adjacent or related new construction shall be undertaken in such a manner 
that if removed in the future, the essential form and integrity of the historic property and its 
environment would be unimpaired.  

STANDARDS FOR RESTORATION  

 
RESTORATION IS DEFINED AS the ac t or p rocess of ac c ura tely d ep ic ting  the form , 
fea tures, and  c harac ter of a  property as it appeared  a t a  partic ula r period  of tim e by 
means of the removal of fea tures from other period s in its history and  rec onstruc tion of 
m issing fea tures from the restora tion period . The lim ited  and  sensitive upgrad ing of 
mec hanic al, elec tric al, and  plum bing systems and  other c od e-required  work to make 
properties func tiona l is appropria te within a  restora tion projec t.  
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STANDARDS FOR RECONSTRUCTION 

 
RECONSTRUCTION IS DEFINED AS the act or process of depicting, by means of new 
construction, the form, features, and detailing of a non-surviving site, landscape, building, 
structure, or object for the purpose of replicating its appearance at a specific period of time and 
in its historic location.  

1. Reconstruction will be used to depict vanished or non-surviving portions of a property 
when documentary and physical evidence is available to permit accurate reconstruction 
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with minimal conjecture, and such reconstruction is essential to the public understanding 
of the property.  

2. Reconstruction of a landscape, building, structure, or object in its historic location will be 
preceded by a thorough archeological investigation to identify and evaluate those features 
and artifacts which are essential to an accurate reconstruction. If such resources must be 
disturbed, mitigation measures will be undertaken.  

3. Reconstruction will include measures to preserve any remaining historic materials, 
features, and spatial relationships.  

4. Reconstruction will be based on the accurate duplication of historic features and elements 
substantiated by documentary or physical evidence rather than on conjectural designs or 
the availability of different features from other historic properties. A reconstructed 
property will re-create the appearance of the non-surviving historic property in materials, 
design, color, and texture.  

5. A reconstruction will be clearly identified as a contemporary re-creation.  
6. Designs that were never executed historically will not be constructed.  

RECONSTRUCTION AS A TREATMENT 
When a contemporary depiction is required to understand and interpret a property's historic value 
(including the re-creation of missing components in a historic district or site ); when no other 
property with the same associative value has survived; and when sufficient historical 
documentation exists to ensure an accurate reproduction, Reconstruction may be considered as a 
treatment.  
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ADDITIONAL DISTRICT STANDARDS & GUIDELINES 
 

Demolition 

The d em olition of any struc ture or portion of a  struc ture in the Em ily Kim brough Historic  
Distric t requires a  Certific a te o f Ap propria teness from  the MHPRC. A request for 
d emolition or the removal of add itions to or fea tures of a  struc ture m ay be granted  a  
COA if the Commission feels tha t it meets the following c riteria : 

1. The struc ture presents a  hazard  due to severe struc tural instab ility, and  

2. The d enial of a  COA would  im pose substantia l hard ship  on the owner, and / or 

3. The d enial of a  COA would  d eprive the build ing ’s owner of all reasonable use and 
benefit of the property, and  

4. The build ing  is less than fifty (50) years old  and  d oes not c ontribute to the c harac ter 
or history of the d istric t and  its loss would  have no negative effec t on the d istric t. 

 

Substantial hardship and deprivation of reasonable use and benefit and the procedure and 
documentation for proving such conditions are defined in IC 37-7-11-14(b). 

 

A condition of approval of demolition of significant structures (those that contribute to district’ s 

character) shall be the documentation (to the greatest extent possible) of the building’s elevations 

and architectural features through photographs and/or measured drawings.
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Relocation 

A reloc ation d ec ision may be m ad e for reloc ating  a  property between two lots within 
the Distric t or to another area.  Reloc ation of struc tures, build ings, or ob jec ts is 
p rohib ited  unless all of the following stand ard s are met:  

1. Reloc ation is nec essary to preserve the historic  resourc e; and  

2. The reloc ation re-establishes the properties historic  orienta tion, the immed ia te 
setting , and  the general environment; and   

3. The Sta te Historic  Preservation Offic er d eterm ines tha t the property, as reloc ated , 
will c ontinue to meet Ind iana Reg ister c riteria   

 

MAINTENANCE 
 

Owners of build ings in the Emily Kim brough Historic  Distric t a re responsible for p rovid ing 
suffic ient m aintenanc e to prevent sa id  build ings from  falling  into a  sta te of d isrepa ir. This 
responsib ility inc lud es taking  a t least m inimum steps nec essary to prevent the 
d eteriora tion of c om ponents whic h c ould  cause an unsafe c ond ition, whic h would  
have a  negative effec t on the c harac ter of the d istric t, or whic h c ould  lead  to an 
eventual c la im  tha t the struc ture has becom e so d eteriora ted  tha t d em olition is 
nec essary. 

Preventative Maintenance 

Preventive m aintenanc e is the key to keep ing a  house sound and  whole.  Preventive 
maintenanc e inc lud es: 

1.  Careful flashing  of all points where vertic al elements penetra te the surfac e of the  
roof or where the slope of the roof c hanges 

 

2.  Plac ing c aulking  a t the following loc ations: 

·  where masonry and wood work meet 
·  around  capitals, c olumns and  other d eta iling 
·  between sid ing  and  wind ow sills, d ec ora tive m old ing , hood  mold ing  on d oors 

and  wind ows, wind ow and  d oor frames, porc hes, m asonry and  the found ation 
of the house. 

 

In add ition, regular inspec tions should  be mad e to c hec k for the following: 
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·  c rac ked or c rumbling  masonry and m issing  mortar 
·  c rac ks in walls 
·  leaning, bulg ing or buc kling walls 
·  signs of c rac ks and insec t infesta tion in found ations 

·  water stand ing around  the outsid e of the found ation 
·  c rac ks, holes or tears in roof c overings 
·  missing shingles, sla tes or tiles on the roof 
·  missing or rusting  flashing 
·  missing, rusty or loose gutters and d ownspouts 
·  leaks and  bloc kages in gutters and d ownspouts 
·  sagg ing roof ridge 
·  leaning or c rumbling  c himneys 
·  peeling , bubbling  and  c rac king  of pa inted  surfac es 
·  c rac ked , warped , d ented or rotted  wood  sid ing  
·  c rooked d oors or wind ows 
·  gaps in wind ow and d oor fram es 

 

If any of these prob lems exist, steps should  be taken to rem edy the situa tion.  For 
spec ific  inform ation on how to c orrec t these problems, c ontac t the Offic e of 
Community Development a t City Ha ll. 
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APPENDIX A: Public ly Recognized Authorities for the EKHD 

EMILY KIMBROUGH NEIGHBORHOOD DEVELOPMENT COMMITTEE [2007] 
Offic ers  

Tina  Rabel, Cha ir, Expert Ec onomist; Ric k Russell, Vice Cha ir, Constituent; Deborah 
Malitz, Sec retary, Constituent; Frank Meeker, Expert Historian, Constituent; Mike Mavis, 
Expert Cost-Effec tive Design/  Construc tion, Jerry Terry, Constituent; Glend a Noblitt, 
Constituent; Frank Baker, Alternate Constituent; Bruc e Ba iley, Alternate Constituent. 

Plac e of Meeting  

Fellowship  Hall, Ma in Street United  Method ist Churc h, South Pershing between Main and  
Jac kson 

Time and Date of Monthly Meeting   

3rd  Mond ay, 7:00 pm 

Means of Contac t 

Deborah Malitz, Sec retary, 751-9989 

MUNCIE HISTORIC PRESERVATION & REDEVELOPMENT COMMISSION [2007] 
 

Members  

Joshua Burton [EKHD], Troy Ha lsell [OWE], Wad e Jennings [EKHD], Alison Quirk 
[Counc ilor] , Ken Sc huc k [Westwood , Attorney], Kent Shuff [Downtown], Jonathan 
Spod ek [Arc hitec t] ; effec tive the d ate of this pub lic a tion there are two vac anc ies, 
inc lud ing  the offic e of Cha ir 

Plac e of Meeting  

City Ha ll, 300 North High Street, 3rd  Floor Eng ineering  Conference Room 

Time and Date of Monthly Meeting   

3rd  Thursd ay, 4:00 pm 

Means of Contac t 

William Morgan, HPO, 747-4825 

bmorgan@c ityofmunc ie.com 
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APPENDIX B: Boundaries Emily Kimbrough Loc al Historic  Distric t 

(added 1980 - Delaware County - # 80000032)  

Tota l ac reage = 301; to ta l build ings = 123; tota l p roperty owners = 
111 [estima te] 

Below map depic ts the EKHD as a “ loc al historic  d istric t”  [c olored in yellow] 
subjec t to these Guidelines as well as an expanded historic  d istric t, not subjec t 

to these guidelines, and on the National and State Registers 
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APPENDIX C: Documentation Requirements for New Construc tion 

Plans for additions to existing structures and for the construction of new structures must go 
through the review process. All new construction proposals and applications for a COA must 
include the following supporting documentation: 
 

For all new c onstruc tion, subm it c olor sam ples of m aterials, spec ific a tions and  d rawings 
inc lud ing  site plans, plans, elevations, sec tions, struc tura l d rawings and  any add itiona l 
inform ation the Commission may require suc h as: 

A. Loc ation m ap: Sc ale - one inc h (1” ) equals two hund red feet (200’ ). Showing all 
struc tures on the site and  their rela tionship  to the area. 

B. Site plans, plans, sec tion elevations, and  d eta ils a t ad equate sc ale to d etermine the 
intent of m od ific a tions, a ltera tions, d a te, and  North arrow. 

C. Zoning c lassific a tion/ d istric t requirem ents, parking  requirements, the number of units, 
the m aximum number of inhab itants, setbac ks, and  yard  size. 

D. Loc ations of m ain and  acc essory build ings and  their p roxim ity to eac h other. 

E. Site plan showing vehic ular and  ped estrian c irc ula tion, inc lud ing  entranc e and  
egress. 

F. Loc ation and  d imension of off-street parking , ind ic a ting  num ber of autos, sta ll size 
and  m aneuvering  lanes, servic e lanes and other servic e areas. 

G. If site is to be mod ified , show existing  and proposed  c ontours and  mod ific a tions. 

H. Ind ic a te ava ilable water, storm  sewer, na tura l gas, elec tric al and  telephone fac ilities 
and  servic es. If add itions are m ad e to existing  build ings or for c onstruc tion of new 
build ings. 

I. Land sc ap ing, fenc e and  wall loc a tion. 

J. Density for multip le-fam ily. Num ber of d welling  units per ac re. Type of unit, num ber of 
room s, area per unit, parking . 

K. Rend erings, photographs, d iagram s, elevations, perspec tives, or other suc h 
d rawings. 

L. Com patib ility with ad jac ent build ings. Inc lud ing  height if ad d ition or mod ific a tion to 
existing  struc ture or new c onstruc tion, (g ross floor a rea). 

M. Where the proposed  change inc lud es a  sign, sc ale d rawing showing the loc ation of 
the sign on the struc ture or p roperty, the type of lettering  and  the method  of 
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illum ination. 

N. Other suc h inform ation as the Historic  Preservation and  Rehab ilita tion Commission 
may require und er the provisions of the ord inanc e. 
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APPENDIX D: Compatibility Fac tors [IC 36-7-11-17] 

 

Within the primary area of the historic district, new buildings and structures, as well as buildings, 
structures, and appurtenances that are moved, reconstructed, materially altered, repaired, or 
changed in color, must be visually compatible with buildings, squares, and places to which they 
are visually related generally in terms of the following visual compatibility factors: 
 

HEIGHT.  The height of p roposed build ings must be visually c ompatib le with ad jac ent 
build ings. 

 

PROPORTION OF BUILDING’S FRONT FACADE.  The rela tionship  of the wid th of a  build ing 
to the height o f the front elevation must be visually c ompatib le to build ings, squares, 
and  plac es to whic h it is visually rela ted . 

 

PROPORTION OF OPENINGS WITHIN THE FACILITY.  The rela tionship  of the wid th of the 
wind ows to the height of wind ows in a  build ing must be visually c ompatib le with 
build ings, squares, and places to whic h it is visually rela ted . 

 

RHYTHM OF SOLIDS TO VOIDS IN FRONT FACADES.  The rela tionship  of solid s to void s in 
the front fac ad e of the build ing  must be visually c ompatible with build ings, squares, 
and  plac es to whic h it is visually rela ted . 

 

RHYTHM OF SPACING OF BUILDINGS ON STREETS.  The rela tionship  of a  build ing  to the 
open spac e between it and  ad joining  build ings must be visually c om patible to the 
build ings, squares, and places to whic h it is visually c om patible. 

 

RHYTHM OF ENTRANCES AND PORCH PROJECTIONS.  The rela tionship  of entranc es and  
porc h projec tions to sid ewalks of a  build ing  must be visually c ompatib le to the 
build ings, squares, and  plac es to whic h it is visually rela ted . 

 

RELATIONSHIP OF MATERIALS, TEXTURE, AND COLOR.  The rela tionship  of the m aterials, 



� � � � � �� �� � 	 
 � � 
 �
 � � � 
 	 � � �� � � � 	 � � � �� � � � � � �� � � �� 
 � � � � �� � � � � � �� � �
 � �� �  �

texture, and  c olor of the fac ad e of a  build ing  m ust be visually c ompatib le with the 
build ings to whic h it is visually rela ted . 

 

ROOF SHAPES.  The roof shape of a  build ing  m ust be visually c ompatib le with the  
build ings to whic h it is visually rela ted . 

 

WALLS OF CONTINUITY.  Appurtenanc es of a  build ing , suc h as walls, wrought iron 
fenc es, evergreen land sc ape m asses, and  build ing  fac ades, m ust form  c ohesive walls 
of enc losure along the street, if nec essary to insure visual c ompatib ility of the build ing  to 
the build ings, squares, and  places to whic h it is visually rela ted . 

 

SCALE OF BUILDING.  The sc ale of a  build ing , and  the build ing  mass of a  build ing  in 
rela tion to open spac es, wind ows, d oor op enings, porc hes, and  ba lc onies must be 
visually c ompatib le with the build ings, squares, and  p lac es to whic h it is visua lly rela ted  
in its d irec tiona l c harac ter, inc lud ing  vertic al c harac ter, horizontal c harac ter, or 
nond irec tional c harac ter. 

 

DIRECTIONAL EXPRESSION OF FRONT ELEVATION.  A build ing  must be visually c ompatible 
with the build ings, squares, and  plac es to whic h it is visually rela ted  in its d irec tiona l 
c harac ter, inc lud ing  vertic al c harac ter, horizontal c harac ter, or non-d irec tional 
c harac ter. 
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APPENDIX E: MORTAR RECIPE FOR HISTORIC MASONRY REPAIR & 
POINTING  

·  4 cups white, non-staining Portland cement 

·  1 five gallon bucket hydrated lime 

·  2 five gallon buckets sand 

·  Enough water to form workable mix 

NOTES 

·  Repointing mortar for most historic buildings should ideally be composed only of sand and lime. A proportion 
of 1 part lime to 2 parts of sand is a useful starting point. The addition of Portland cement increases 
workability and achieves a whiteness of color. The National Park Service recommends that no more than 
20% of the total volume of the lime and Portland cement-combined-should be Portland cement. Any greater 
amount of Portland cement increases the hardness of the repointing mortar to a potentially damaging 
degree. 

·  Since this is a very light colored mortar, it should be tinted to match the original. Color matching should 
preferably be accomplished by using buff-colored sand such as that available from the Ohio River. Tinting 
powder should only be used if the color is otherwise unreproduceable. Its appearance is likely to change 
over time as the mineral ingredients leach from the surface of the mortar. 

·  The mixture is also suitable for exterior stucco work over brick. It has been tested and used successfully in 
Indiana and Kentucky for both pointing and stucco work. If possible the Portland cement content can be 
further reduced. Its chief function is to increase workability and slow setting-up of the mortar. Any amount of 
Portland cement can cause damage to the historic masonry. 
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APPENDIX F: Identifying Styles in the Distric t 

 

A number of architectural styles can be found in the Emily Kimbrough Historic District.  The 
prevailing styles, however, are Queen Anne and Free Classic style structures.  Other styles that 
can be found in the District include: Carpenter-Builder, and Colonial Revival.  There are also a 
number of Italianate, Greek Revival and Victorian Vernacular, Jacobethan Revival, Romanesque 
Revival, Classical Revival, Arts & Crafts, Georgian Revival, American Four Square, 
Neoclassical, and Bungalow. The predominant styles will be described here.  These are 
Italianate, Greek Revival, Queen Anne, Victorian Vernacular, Colonial Revival, and Free Classic. 
 

ITALIANATE  (C.1840-1900) 
 

Ita lianate style resid ences were often two or three stories in height 
and  fea tured  square bays, ta ll a rc hed  windows, hood moldings, 
c orner quoins, elabora te entranc es and  low roofs with wid e, 
overhang ing eaves whic h were supported  by la rge, d ec ora tive 
brac kets. Other c ommon fea tures in Ita lianate resid ential 
a rc hitec ture inc lude square towers, c upolas, b rac keted  c ornices 
and  arcaded porc hes. 

 

GREEK REVIVAL  (C.1835-1880) 
 

The Greek Revival style was insp ired  by the a rc hitec ture of 
Classic al Greece. It fea tures ped im ented  gables, Doric  or 
Ionic  style c olumns, pilasters, heavy c ornices with pla in 
friezes, porticoes, low or fla t roofs and  Greek ornamental 
motifs. This style was used  frequently on public  build ings, 
inc lud ing  banks, c hurc hes, and  munic ipal build ings.  
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QUEEN ANNE  (C.1870-1910) 
 

This style is rec ognizable for its p rofusion of ornam enta tion, 
materials and  surfac es.  Typ ic a l fea tures of this style inc lud e 
projec ting  bay windows, lead ed  and  sta ined  glass wind ows, 
c onic al towers, steep roofs and  gab les, d ormers, g ingerbread 
ornam enta tion, d ec ora tive sid ing and  la rge, open porc hes.  A 
c annon fea ture of Queen Anne style arc hitec ture is the use of 
c ontrasting  m aterials.  The exterior surfac es of first and  sec ond  
stories often d iffered .  Bric k, stone or c lapboard  was often used 
on the first story while the sec ond  stories c ould  be of stuc c o, 
c lapboard , or d ec ora tive shingles. 

VICTORIAN VERNACULAR  (C.1870-1900)
 

Victorian Vernacular architecture is a catch-all name for 
architecture which has taken its form from a number of styles, 
including Italianate, Queen Anne, Gothic Revival, Stick and French 
Second Empire.  Buildings in this style are often 11/2 to 21/2 stories 
tall and are sided in brick or clapboards, though decorative shingles 
may also be used.  Front porches, two bay facades and a front gable 
are cannon features of Victorian Vernacular architecture.  
Decorative elements may include gable trim, stone banding, 
decorative brickwork, tall narrow windows, elaborately turned 
porch posts, turrets and unusual door and window shapes. 
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COLONIAL REVIVAL  (C.1890-1940) 
 

The Colonial Revival style is based on the architecture of the 
American Colonial period.  Typical elements of the style include 
brick or white clapboard siding; a symmetrical, flat facade; double 
hung, multi-paned windows with shutters; and end-gabled roofs 
with gabled dormers.  Sidelights and pilasters usually flanked the 
front doors that were often surmounted by fanlights or triangular or 
broken pediments. 
 

Variations of the style include Georgian and Dutch Colonial Revival styles. The Georgian 
Revival style features gabled or hipped roofs, Palladian windows, columned porticoes and a 
three-bay symmetrical facade.  The Dutch Colonial style is recognizable by its gambrel roof. 
 

FREE CLASSIC  (C.1870-1910) 
 

Free Classic architecture, like Victorian Vernacular architecture, 
contains elements of other styles of its period, although Free Classic 
architecture is simpler than its counterparts.  Homes built in this style 
generally contain 21/2 stories and the roof can be either front or end 
gabled, although cross-gabled roofs are also cannon.  Dormers are 
often found on the front portion of the roof.  Ornamentation can 
include tall narrow windows or protruding bays, bracketed roof 
overhangs, and ornamented window treatments.  Front porches with 
round or square support columns are also common in Free Classic 
architecture. 
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APPENDIX G: GLOSSARY OF 
COMMON TERMS�

1. Turret 
 
2. Finial 
 
3. Dormer 
 
4. Wood shingles in gable peak 
 
5. Brackets 
 
6. Gable detailing on porch 
 
7. Grouped columns set on brick piers 
 
8. Brick arch 
 
9. 1 over 1 double hung sash windows 
 
10. Stone belt course 
 
11. Stone water table 
 
12. Cut stone foundation 

 Glossary: 

Addition New c onstruc tion add ed  to an existing  build ing  or struc ture. 

Alteration 
Work whic h im pac ts any exterior a rc hitec tural fea ture inc lud ing  
c onstruc tion, rec onstruc tion, or removal of any build ing  or build ing  
element. 

Arcade A series of a rc hes supported  by c olumns or p iers; a  roofed  
passageway. 

Balusters 
The upright posts whic h support a  ra iling , usually a  porc h ra iling . The 
whole unit is the balustrade [entire ra iling system with top  ra ils and  
ba lusters]. 

Bargeboard 
A board  whic h hangs from the gable end  of a  roof. It is often 
elabora tely c arved and  c ut out, thus g iving  it the alternative name 
of “ g ingerbread ” . 

Bay A unit of the faç ad e often d efined by vertic al d ivid ers tha t c an 
inc lud e c olumns, p ilasters, wind ow group ings, or c hanges in plane. 

Bollards One of a  series of short posts often set to prevent vehic ular acc ess. 
Bolla rd s c an also be used as light posts when lighting  is d esired  
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above but c lose to ground  level. 

Bracket A d ec ora tive element whic h supports, or appears to support, eaves, 
c ornic es, shelves and  other overhangs. 

Bungalow 
Common house form of the early 20th c entury d istinguished  by 
horizontal appearanc e, wid e eaves, la rge porc hes and multi-light 
d oors and  wind ows. 

Capital The upperm ost portion of the c olumn. Often d istinc t f ran the c olumn 
through the use of mold ing , sc rolls or lea f forms. 

Clapboard Narrow, horizonta l wood en board s used  as sid ing  on wood fram e 
build ings. Each board  overlaps the one below it. 

Colonial Revival House style of the early 20th c entury based on interpreta tions of 
a rc hitec tural forms of the Americ an c olonies prior to the Revolution. 

Column A vertic al support, usually supporting  a  member above. 

Corbel 
In masonry, a  projec tion, or one of a  series of p rojec tions, eac h 
stepped  progressively fa rther forward  with height and  artic ula ting  a  
c ornic e or supporting  an overhang ing member. 

Corinthian 
The m ost ornate of the Greek arc hitec tural ord ers, it is c harac terized 
by a  slender fluted  c olumn with a  bell-shaped c ap ita l d ec ora ted  
with stylized  ac anthus leaves. 

Cornice A m olded  projec tion whic h often marks the junc tion of a  wa ll with 
the roof; the upperm ost p rojec ting  part of an entab la ture. 

Course A row or layer of material, inc lud ing tiles, shingles or b ric ks. 

Cresting Dec ora tion app lied  along roof rid ges generally c onsisting  of 
ornam ental metal. 

Cupola A d om e shaped , roofed struc ture often set on the rid ge of a  roof. 

Dentils A row of sm all tooth-like bloc ks in a  c lassic al cornic e. 

Doric  
The sim plest of the Greek ord ers, it is c harac terized by heavy fluted  
c olumns with no base, pla in sauc er shaped cap ita ls and  a  bold  
sim ple c ornic e. 

Dormer A wind ow, usua lly vertic al, whic h projec ts from the roof. 

Double Hung 
Window 

A wind ow with two sashes, one slid ing  vertic ally over the other. 
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Eaves The portion of the roof whic h extend s beyond the wall of the house. 

Efflorescence A white powd ery d eposit on masonry or plaster c aused  by mineral 
salts m igra ting  to the surfac e as a  result of evapora tion. 

Elevation Any one of the external fac es of a  build ing . 

Ell The rear wing of a  house, generally one room wid e and running 
perpend ic ular to the princ ipal build ing . 

Engaged 
Column 

A round  c olumn a ttac hed  to the wall. 

Entablature The band  of m old ings near the top  of a  fac ad e, d ivid ed  into 
c ornic e, frieze, and arc hitrave. 

Facade The fac e or front of a  build ing . 

Fanlight A fan shaped  or semic ircular wind ow found  over a  d oor. 

Fenestration The arrangement of wind ows on a  build ing . 

Finial A pointed  ornament a t a  gable peak 

Fluting Shallow, c onc ave grooves running vertic ally on the shaft of a  
c olumn, p ilaster, or other surfac e. 

Fretwork Ornam ental wood work, c ut into a  pattern, often elabora te. 

Flashing Strips of m etal used  on roofs to prevent water seepage. 

Frieze A horizonta l, ornamental band , usually loc a ted  below the c ornic e.  
Also referred  to as frieze board. 

Gable The triangular portion of a  wall loc a ted  between the slopes of a  
gab led or p itc hed roof. 

Gable Roof A roof with a  c entra l rid ge and  one slope a t eac h sid e 

Gambrel Roof A rid ged  roof having  two slopes on eac h sid e; the lower slope has 
the steeper roof. 

Greek Revival Mid -19th century revival of forms and ornament of a rc hitec ture of 
anc ient Greec e 

Hipped Roof A roof whic h slopes uniformly from all four sid es. 
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Hood Molding A m old ing  over a  wind ow or d oor. 

Ionic  An ord er of Greek arc hitec ture tha t is c harac terized  by a  c ap ita l 
with two opposed  sp iral, sc roll-like ornaments c alled  volutes. 

Lattice An openwork grill of interlac ing  wood  strips used  as sc reening 

Lintels Large horizontal beam over an opening tha t c arries the weight of 
the wa ll above it. 

Mansard Roof A roof with two slopes on all four sid es, with the lower slope almost 
vertic al and  the upper almost horizontal. 

Metal Standing 
Seam Roof 

A roof c om posed  of overlapp ing sec tions of metal suc h as c opper-
bearing  steel or iron c oated  with a  tern alloy of lead and  tin. These 
roofs were a ttac hed  or c rimped  together in various ra ised  seams for 
whic h the roofs are named . 

Modillion A horizonta l b rac ket, often in the form of a  pla in b loc k, ornamenting , 
or sometim es supporting , the und ersid e of a  cornic e. 

Molding An ornamental band  whic h is c arved  into or app lied  to a  surfac e. 
Often found  above d oors and  wind ows. 

Mullion A vertic al strip  d ivid ing the panes of a  wind ow 

Muntin A narrow bar separa ting  panes of glass. 

Neo-Classic al 
Style 

Early 20th century style whic h c ombines fea tures of anc ient, 
Rena issanc e, and  Colonial a rc hitec ture; c harac terized  by imposing 
build ings with la rge c olumned  porc hes. 

Palladian 
Window 

A wind ow with a  ta ll, round -headed c enter opening flanked by 
shorter rec tangular openings. 

Parapet A low protec tive wall or ra iling  running along the edge of a  balc ony 
or roof. 

Pediment 
Triangular gable surmounting  the fac ad e of a  build ing of the 
c lassic al Greek style. Any sim ilar triangular element c rowing d oors, 
wind ows or nic hes. 

Pilaster A vertic al support (usually fla t) a ttac hed  to a  wa ll; often d ec ora ted  
to resem ble a  c lassic al c olumn. 

Porte-cochere A porc h la rge enough to enc losed  wheeled  vehic les 
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Portico A struc ture, often a  porc h, c onsisting  of a  roof (often ped imented ) 
supported  by c lassic al c olumns. 

Pyramidal Roof A roof with four id entic a l sid es rising to a  c entral peak. 

Queen Anne 
Style 

Popular la te 19th c entury revival style of early 18th century English 
arc hitec ture, c harac terized by irregularity of p lan and m assing and 
variety of texture. 

Quoin Ra ised  bric k or stone used to emphasize the corners of a  build ing. 

Ridge The highest intersec tion of roof slopes, usually a t the top  of a  house. 

Sash A fram e whic h holds the panes of a  wind ow. 

Shingles Piec es of wood , asphalt, or asbestos tha t a re app lied  in an 
overlapp ing m anner to c over either walls or a roof. 

Sidelight Narrow, vertic al wind ows usually found  on either side of a  d oor. 

Siding Exterior wall c overing , inc lud ing  c lapboard  (wood ), shingle, b ric k, 
stuc c o, vinyl and  alum inum. 

Sill The horizonta l member form ing the bottom  of a  wind ow or exterior 
d oorframe. 

Spalling Flaking  of the outer fac e of masonry, often c aused  by expand ing 
moisture in freezing c ond itions. 

Stucco A c em ent plaster used  for c oating  exterior wa lls and  other exterior 
surfac es of build ings. 

Terra Cotta Cast and  fired  c lay units, used  as ornamenta tion. 

Transom Horizonta l wind ow like element above the d oor. 

Turret Sm all, tower-like projec tion on a  build ing. 

Vergeboard The vertic a l fac e board  following and set under the roof ed ge of a  
gab le, sometim es dec ora ted  by c arving . 

Weatherboard Wood  sid ing  c onsisting  of overlapp ing board s usually thic ker a t one 
ed ge than the other. 

Wrought Iron Iron tha t is forged or hammered into shape and  is often used  for 
c resting  or fenc ing . 
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APPENDIX H: References and Information Sourc es 
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WINDOWS: 
 
Window Workbook for Historic Buildings. The Window Conference and Exposition for Historic 
Buildings, December 2-4, 1986, Boston, Massachusetts, Historic Preservation Education 
Foundation, Washington, D.C., 1986. 
 

Fisher, Charles E. (ed.) The Window Handbook: Successful Strategies for Rehabilitating 
Windows in Historic Buildings. U.S. Department of the Interior, National Park Service, 
Preservation Assistance Division and Center for Architectural Conservation, Georgia Institute of 
Technology, 1982. 
 
Myers, John H. “ Preservation Brief 9: The Repair of Historic Wooden Windows,”  U.S. 
Department of the Interior, National Park Service, Preservation Assistance Division, Technical 
Preservation Services, Washington, D.C., 20240. 
 

SYNTHETIC SIDING: 
 
Myers, John H. “ Preservation Brief 8: Aluminum and Vinyl Siding on Historic Buildings” , U.S. 
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Department of the Interior, National Park Service, Preservation Assistance Division, Technical 
Preservation Services, August 1979. 
 

MASONRY: 
 
Grimmer, Anne. “ Preservation Brief 6: Dangers of Abrasive Cleaning to Historic Buildings,”  
U.S. Department of the Interior, National Park Service, Preservation Assistance Division, 
Technical Preservation Services, June 1979. 
 

London, Mark. Respectful Rehabilitation: MASONRY How to Care for Old and Historic Brick 
and Stone. The Preservation Press, Washington, D.C., 1988. 
 

Mack, Robert C. “ Preservation Brief 1: The Cleaning and Waterproof Coating of Masonry 
Buildings,”  U.S. Department of the Interior, National Park Service, Preservation Assistance 
Division, Technical Preservation Services, November 1975. 
 

Mack, Robert C., de Teel Patterson Tiller and James S. Askins. “ Preservation Brief 2: 
Repointing Mortar Joints in Historic Brick Buildings,”  U.S. Department of the Interior, National 
Park Service, Preservation Assistance Division, Technical Preservation Services, April 1976. 
 

PAINT: 
 
Exterior Decoration: Victorian Colors for Victorian Houses. Philadelphia, PA: Athenaeum 
Library of Nineteenth Century America, 1976. 
 

“Exterior Painting,”  special issue of The Old House Journal (April 1981) Vol. IX, no. 4. 
 

Moss, Roger. Century of Color: Exterior Decoration for American Buildings—1820/1920. 
Watkins Glen, NY: The American Life Foundation, 1981. 
 

Pomada, Elizabeth and Michael Larsen. Daughters of Painted Ladies: America’s Resplendent 
Victorians. EP Dutton, New York, 1987. 
 

Pomada, Elizabeth and Michael Larsen. The Painted Ladies Revisited: San Francisco’s 
Resplendent Victorians Inside and Out. EP Dutton, New York, 1989. 
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Weeks, Kay D. and David W. Look. “Preservation Brief 10: Exterior Paint Problems on 
Historic Woodwork,”  U.S. Department of the Interior, National Park Service, Preservation 
Assistance Division, Technical Preservation Services, Washington, D.C., 20240, September 
1982. 

ROOFS: 
 
Slate Roofs. Vermont Structural Slate Co., Inc., Fair Haven, Vermont, 1977. 
 

Sweetser, Sarah M. “Preservation Brief 4: Roofing for Historic Buildings,”  U.S. Department of 
the Interior, National Park Service, Preservation Assistance Division, Technical Preservation 
Services, Washington, D.C., 20240, February 1978. 
 

ORNAMENTATION: 
 
Late Victorian Architectural Details. Abridged facsimile of 1898 edition. American Life 
Foundation, Watkins Glen, New York, 1978. 
 

Cummings, Marcus Fayette and Charles Crosby Miller.  Victorian Architectural Details: Two 
Volumes in One. Reprint of 1868 and 1873 editions. American Life Foundation, Watkins Glen, 
New York, 1978. 
 

FENCES: 
 
Martin, George A., ed. Fences, Gates and Bridges. New York: O. Judd, 1887; reprint ed., The 
Stephen Green Press, Brattleboro, Vermont, 1974. 
 

Southworth, Susan & Michael. Ornamental Ironwork: An Illustrated Guide to its Design, 
History and Use in American Architecture. David R. Godine, Boston, 1978. 
 

LANDSCAPING: 
 
Favretti, Rudy J. and Joy Putnam Favretti. Landscapes and Gardens for Historic Buildings: A 
Handbook for reproducing and creating authentic landscape settings. American Association for 
State and Local History, Nashville, Tennessee, 1978. 
 

“Preservation and Restoration of Historic Gardens and Landscapes.”  Landscape Architecture. 
(May 1976) reprint. 
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Van Ravensway, Charles. A Nineteenth-Century Garden. Universe Books, New York, 1977. 
 

LIGHTING: 
 
Catalogs - 
·  Thomas M. Nil and Company, El Paso, Texas 
·  Sternberg, Chicago, Illinois 
·  Valley Iron and Steel Company, Eugene, Oregon 
·  Welsbach, New Haven, Connecticut 
·  Herwig Lighting, Russelville, Arkansas 

 
GENERAL INFORMATION: 

 
Anderson Notter Association, Inc. & Historic Salem, Inc. The Salem Handbook: A Renovation 
Guide for Homeowners. Historic Salem, Inc., Salem, Massachusetts, 1977. 
 

Arkansas Historic Preservation Program. A Procedural Handbook for Local Historic District 
Commissions. The Arkansas Historic Preservation Program, 1986. 
 

Bowsher, Alice Meriwether. Design Review in Historic Districts: A Handbook for Virginia 
Review Boards, Preservation Press, Washington, D.C., 1978. 
 
Fort Wayne Office of Community Development and Planning. Preservation Guidelines Historic 
Districts. City of Fort Wayne, Indiana, 1986. 
 

Greiff, Constance M. The Historic Property Owner’s Handbook. The Preservation Press, 
Washington, D.C., 1977. 
 

Grow, Lawrence. The Brand New Old House Catalogue. Warner Books, New York, 1980. 
 

Grow, Lawrence. The Old House Catalogue. Main Street Press, New York, 1976. 
 

Grow, Lawrence. The Third Old House Catalogue. Main Street Press, New York, 1982. 
 

Historic Preservation Commission of South Bend and St. Joseph County. Historic Districts 
Model Preservation Guidelines. Historic Preservation Commission of South Bend and St. Joseph 
County, Indiana, 1980. 
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Kitchen, Judith L.  Old Building Owner’s Manual. Ohio Historic Preservation Office, Ohio 
Historical Society, Columbus, Ohio, 1983. 
 

Labine, Clem (ed.). The Old House Journal Compendium. Overlook Press, Woodstock, New 
York, 1980. 
 

Little Rock Office of Comprehensive Planning and Little Rock Historic District Commission. 
“MacArthur Park Historic District Guidelines.”  Little Rock Office of Comprehensive Planning. 
 

Maddex, Diane (ed.). Landmark Yellow Pages. Preservation Press, Washington, D.C., 1990. 
 

National Trust for Historic Preservation. Preservation & Building Codes. The Preservation Press, 
Washington, D.C., 1975. 
Prentice, Helaine Kaplan and Blair Prentice. Rehab Right: How to Realize the Full Value of Your 
Old House. City of Oakland (CA) Planning Department, 1978. 
 

Rockford Historic Preservation Commission. The Rockford Historic Preservation 
Plan. The Rockford Historic Preservation Commission, 1985. 
 

Roth, Frederick L. and Merrilyn Rogers O’Connell (eds.). Historic Preservation: 
A Bibliography on Historical Organization Practices. American Association for 
State and Local History, Nashville, TN, 1975. 
 

Technical Preservation Services, National Park Service, U.S. Department of the Interior. 
Respectful Rehabilitation: Answers to Your Questions About Old Buildings. The Preservation 
Press, Washington, D.C., 1982. 
 

Thayer, Laura. Cincinnati Old House Handbook. Department of City Planning, Historic 
Conservation Office, Cincinnatti, Ohio, April 1984. 
 

PERIODICALS 
 
Historic Preservation. Published bimonthly by the National Trust for Historic 
Preservation, 1785 Massachusetts Avenue, N.W., Washington, D.C., 20036. 
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The Old House Journal. Published monthly by the Old House Journal Corporation, 69A Seventh 
Avenue, Brooklyn, New York, 11217. 
 

Preservation News. Published monthly by the National Trust for Historic Preservation, 1785 
Massachusetts Avenue, N.W., Washington, D.C., 20036. 
 

Back copies of these periodicals are available in the Architecture library at the College of 
Architecture and Planning at Ball State University. 
 

PRESERVATION BRIEFS: 
 
Preservation Briefs assist owners and developers of historic properties in recognizing and 
resolving common preservation and repair problems prior to work.  The briefs are especially 
useful for preservation tax incentives program applicants because they explain recommended 
methods and approaches for rehabilitating historic buildings in a manner that is consistent with 
their historic character. 
 
1.  The Cleaning and Waterproof Coating of Masonry Buildings 
2.  Repointing Mortar Joints in Historic Brick Buildings 
3.  Conserving Energy in Historic Buildings 
4.  Roofing for Historic Buildings 
6.  Dangers of Abrasive Cleaning to Historic Buildings 
8.  Aluminum and Vinyl Siding on Historic Buildings 
9.  The Repair of Historic Wooden Windows 
10.  Exterior Paint Problems on Historic Woodwork 
13.  The Repair and Thermal Upgrading of Historic Steel Windows 
14.  New Exterior Additions to Historic Buildings: Preservation Concerns 
16.  The Use of Substitute Materials on Historic Building Exteriors 
17.  Architectural Character: Identifying the Visual Aspects of Historic Buildings as an Aid to 

Preserving Their Character 
18.  Rehabilitating Interiors in Historic Buildings 
19.  The Repair and Replacement of Historic Wooden Shingle Roofs 
21.  Repairing Historic Flat Plaster - Walls and Ceilings 
 

Copies of the Preservation Briefs can be obtained from: 
The Division of Historic Preservation and Archaeology 
251 East Ohio Street, Suite 880 
Indianapolis, Indiana 46204 
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Or available online through the following links: 
 
Tax Inc entive Inform ation:  http :/ / www.c r.nps.gov/ tax.htm  

 

Nationa l Reg ister Information System: http :/ / www.c r.nps.gove/ nr/ researc h/ nris.htm 

 

Preservation Briefs (c om plete list):  http :/ / www.c r.nps.gov/ hps/ tps/ briefs/ presbhom.htm  

 

Selec ted  Briefs: 

 

Cleaning of Masonry Build ings http :/ / www.c r.nps.gov/ hps/ tps/ briefs/ brief01.htm 

 

Repointing  Mortar Joints http :/ / www.c r.nps.gov/ hps/ tps/ briefs/ brief02.htm  

 

Conserving  Energy In Historic  Build ings http :/ / www.c r.nps.gov/ hps/ tps/ briefs/ brief03.htm 

 

Roofing  for Historic  Build ings http :/ / www.c r.nps.gov/ hps/ tps/ briefs/ brief04.htm  

 

Aluminum and  Vinyl Sid ing  on Historic  Build ings 
http :/ / www.c r.nps.gov/ hps/ tps/ briefs/ brief08.htm  

 

Repa ir of Historic  Wood en Wind ows http :/ / www.c r.nps.gov/ hps/ tps/ briefs/ brief09.htm  

 

New Exterior Add itions to Historic  Build ings 
http :/ / www.c r.nps.gov/ hps/ tps/ briefs/ brief14.htm  

 

Substitute Materia ls on Historic  Exteriors 
http :/ / www.c r.nps.gov/ hps/ tps/ briefs/ brief16.htm  

 

Arc hitec tura l Charac ter http :/ / www.c r.nps.gov/ hps/ tps/ briefs/ brief17.htm  

 

Rehab ilita ting  Historic  Interiors http :/ / www.c r.nps.gov/ hps/ tps/ briefs/ brief18.htm 

 

Repa iring  Historic  Fla t Plaster http :/ / www.c r.nps.gov/ hps/ tps/ briefs/ brief21.htm 
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